Auch im hellsten Sonnenlicht
nichts verpassen dank transmissivem r

Display mit Overlay-Funktion: zeit- w WACH E N DORF F
gleiche Anzeige von Videobildern,
Steuer- und Alarmelementen in
256 Farben - alles im modernen

16:9-Format.
a

Nothing will slip your attention,

even in sunlight, thanks to a high
contrast display with video overlays:
Simultaneously display video camera
images, machine control and alarm
elements in 256 colors — all in the
modern 16:9 format.

-
Ne rien manquer méme en plein soleil
grace a un écran transmissif a fonction
overlay : affichage en méme temps
dimages vidéo, éléments de com-
mande et d‘alarme en 256 couleurs
— le tout en format actuel 16:9.

Nada escapara a su atencion, incluso
bajo la luz del sol, gracias a una
pantalla de alto contraste con super-
posiciones de video: Imégenes
simultdneas de camaras de video,
controles de maquinas y elementos
de alarma en 256 colores — todos en
el moderno formato 16:9.

Né&o perca nenhum detalhe, mesmo
em dia claro, com o display de alto
contraste com fungéo Overlay:
exibicdo simultanea de imagens

de video e elementos de controle

e alarme em 256 cores, tudo isso
no moderno formato 16:9.

a
Kak 6bl He Buno B rnasa cornHue,
BbICOKOKOHTPACTHbIN AUCMEN C

BihaeooBepneem Bceraa YiTaeTca
MaKcMMarnbHoO YeTko. Ha AKpaH
KOHCOJIN MOXHO OAHOBPEMEHHO

BbIBOAMTb M300paeHue ¢
BUOEOKaMepbI, napameTpbl paboTbl
060opyaoBaHus 1 cUrHasbl TPEBOTU
B 256 LiBeTax, caMmoe COBPeMeHHOoe
COOTHOLLEHWE CTOPOH - 16:9.

256
- 16:9
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HOUSING

Standalone mount,
orientation landscape

W 250 x H 140 x D 74 mm,

incl encoder, excl connector and cables

Weight 1.4 kg

DISPLAY

6.5",16:9, TFT, transmissive
400 x 234 pixels

500 cd/m? max brightness
300:1 max contrast

USER INTERFACE

6 Softkeys, 1 Hardkey

Key backlighting - green, adjustable
1 encoder with push click to enter

SIGNALS
1 multicolor LED
Piezo alarm approx 80 dBA

PROCESSOR
16-bit, 30 MHz, C167CS

MEMORY

1 MB SDRAM

8 MB Mass Storage

32 kB serial EEPROM
Optional 1 slot for SD card

INTERFACES

2 CANbus 1SO 11898,
CAN specification 2.0 B active
(2nd CANbus only ISObus 11783)

VIDEO

Optional 1 Composite CCITT video input,
PAL 50 Hz color coding, input level
1Vpp, 75 Q

Video overlay with video layer for background

REAL TIME CLOCK

Buffered for 2 weeks by gold cap,
accuracy +4 sec/day

CONNECTORS
Main: Deutsch, 12 pin, DT15-12P

Video: Escha M12 x 1, round connector,
Code EC-FSFD4.5

POWER SUPPLY
Max tolerable 10 — 50V DC

ENVIROMENTAL CONDITIONS

Temperatures
Operating -25° to +65°C
Storage -30° to +85°C

Protection IP 65 with SD slot closed.
Vibration 5g @ 10 — 500 Hz, 24 h per axis
Shock 30g, 11ms, 10 times per axis

CERTIFICATES
e1 and CE mark

OPERATING SYSTEM
Wachendorff BIOS

PROGRAMMING

Wachendorff Projektor-Tool
for Windows® NT/2000/XP
supporting

Optional ISOBUS 11783
CANopen®
Generic driver

ADVANCED PROGRAMMING
Optional CoDeSys v2.3
Optional Programming in C/C++
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